CD 266 FK Series

5000h at 105°C

® Polarized aluminum electrolytic capacitors,non-solid
m Pressure relief longer life

® | ong useful life:10000 hours at 105°C

® High rated voltage,up to 500v

® High-reliability and professional applications

m Lighting,monitors,general industrial

m Filtering of high voltages in power supplies

Items Characteristics
Operating Temperature Range(°C) -40~+105 -25~+105
Voltage Range (V) 160~ 250 350~ 500
Capacitance Range(uF) 1~220
Capacitance Tolerance (20°C,120Hz) +20%

After 1minute at 20°C application of rated voltage,leakage current is not more than :
< :1<0.
o g G ) GV 1000:1<0,08 GV 70

C : Nominal Capacitance(u F) V : Rated Voltage(V)

WV(V) 160 | 200 | 250 | 350 | 400 | 420 | 450 | 500

Dissipation Factor(20°C, 120Hz)

Tan d(max) 0.12 0.15 0.20

Sy e Loy TR RerEe Rated Voltage(V), 160 | 200 | 250 350 | 400 | 420 | 450 500

(Impedance Ratio at 120Hz) Zo5c) Z sa0c 3 6 8
Z a0°c/ Z+20c 4 _
Load Life Shelf Life
Lifetime ¢10:4000h > 12.5:5000h 1000h
Leakage Current Not more than specified value Not more than specified value
Capacitance Change Within £ 20% of initial value Within £20% of initial value
Dissipation Factor Not more than 300% of specified value Not more than 200% of specified value
Condition: Ur Ur =0
After test:
Applied Voltage . )
Applied Current Ir k=0 Ur to be applied for 30min
Applied Temperature 105°C 105°C >24h before measurement
Dimensions mm  Lifetime Diagram
Vent(® =6.3) Sleeve Dd+0.05 55
i A CPD26i6 FK Sqries
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L+a Max 15Min le—s 1.0
5Min
oD 10 [125] 16 | 18 [ 20 | 22 0.5 x3p \| xip \| x X x x
F 5.0 7.5 7.5[10] 10 Lfetin
®d 0.6 0.8 1.0 00 Multiplier
a 2.0 2.5 40 50 60 70 80 90 100 110 Ta(C)
. Ia=actual ripple current 120Hz, In=rated ripple current at 120Hz, 105
Frequency Coeff|C|ent Multiplier of Useful Life as a function of ambient temperature and ripple current load
Cap(iF) —— | 50/60Hz| 120Hz | 1kHz | 10kHz | 50kHz | 100KHz Temperature Coefficient
1.0~10 0.8 1.0 1.75 2.0 2.4 2.5 Temperature(°C) +70 +85 +105
22~47 0.8 1.0 1.6 1.8 1.9 2.0 Coefficient 1.80 1.40 1.00
56~220 0.8 1.0 1.3 1.4 1.55 1.6




