CD 287 GC Series

2000~5000h at 105°C

m Low Impedance
m High Ripple Current

® SMPS,UPS
Items Characteristics
Operating Temperature Range(°C) -55~+105
Voltage Range (V) 6.3~ 100
Capacitance Range(pF) 0.47~15000
Capacitance Tolerance (20°C,120Hz) +20%
After 2 minutes at 20°C application of rated voltage, leakage current is not more than
Leakage Current (uA) 0.02CV or 3, whichever is greater

C:Nominal Capacitance(pF) V:Rated Voltage(V)

Rated Voltage(V)| 6.3 10 16 25 35 50 63 100
Tan &(max) 0.22 0.19 0.16 0.14 0.12 0.10 0.09 0.08

Dissipation Factor(20°C, 120Hz)

o Rated Voltage(V) 6.3~ 100
Characteristics of Low Temperature
Z.s5:c/ Z +a0°C 3
Load Life Shelf Life
©<6:2000h @=8-10:3000h
Lifetime 1000h
®>12:5000h
Leakage Current Not more than specified value Not more than specified value
Capacitance Change Within £ 20% of initial value Within £20% of initial value
Dissipation Factor Not more than 200% of specified value Not more than 200% of specified value
Condition: Ur Ur =0 .
Applied Voltage After test: . .
Applied Current Ir k=0 Ur to be applied for 30min
Applied Temperature 105°C 105°C >24h before measurement
Dimensions mm  Frequency Coefficient
Vent(©>6.3)  Sleeve S ®d+0.05 Frequency
. ® Cap(uF) 120Hz 1kHz 10kHz 100KHz
g o | 0.47~4.7 0.40 0.68 0.83 1.00
s 5.6~47 0.50 0.76 0.87 1.00
56~270 0.70 0.85 0.93 1.00
L+a Max 15Min_ |, 330~1000 0.80 0.93 0.98 1.00
SMin 1200~15000 0.90 0.95 1.00 1.00
o0 |5 [ 63] 8 [ 10 [125] 16 ] 18
F_ 120 | 25] 35 5.0 7.5 Temperature Coefficient
®d 0.5 0.6 0.8
a 1.5 | 2.0 Temperature(°C) +70 +85 +105
Coefficient 1.96 1.68 1.00




