CD 297 BB Series

5000h at 105°C

m Long life at High Temperature
m High Ripple Current
® Professional Power Supplies

Iltems Characteristics
Operating Temperature Range(°C) -40 ~+105 -25~+105
Voltage Range (V) 10~ 100 160~ 500
Capacitance Range(uF) 47~56000
Capacitance Tolerance (20°C,120Hz) +20%

Leakage Current (uA)

After 5 minutes at 20°C application of rated voltage, leakage
currentis not more than 0.01CV or 1.5mA, whichever is smaller
C: Nominal Capacitance(pF) V: Rated Voltage(V)

Dissipation Factor(20°C, 120Hz)

Rated Voltage(V) | 10 | 16 | 25 | 35

50| 63 80 | 100 | 160~400 | 450~500

Tan 5(max) 0.55| 050 | 0.45 [0.40{0.35| 0.30 |0.25| 020 | 0.15 0.20
10~100 160~150 315~500
Stability at Low Temperature Rated Voltage(V)
(Impedance Ratio at 120Hz) Zasc/Z vaoc 4 3 S
Z a0'c/ Z+a0c 15 - -
Load Life Shelf Life
Lifetime 5000h 1000h

Leakage Current

Not more than specified value

Not more than specified value

Capacitance Change

Within £ 20% of initial value

Within £20% of initial value

Dissipation Factor

Not more than 200% of specified value

Not more than 200% of specified value

Condition:
Applied Voltage
Applied Current

Applied Temperature

Ur
Ir

105°C

Ur =0 After test:
Ir=0 Ur to be applied for 30min
105°C >24h before measurement

Dimensions

mm  Frequency Coefficient

D+1ij
S amm—

Frequency
50/60HZ| 120HZ | 500HZ | 1KHZ | 10KHZ | 240KHZ
Voltage(v)
10~100 0.90 1.00 1.10 1.15 1.15 1.15
160~250 0.80 1.00 1.20 1.30 1.45 1.50
2315 0.80 1.00 1.20 1.30 1.42 1.45
Mounting Holes
4-02
Temperature Coefficient
Temperature(C) +40 +55 +70 +85 +105
Mounting Holes coefficient 2.7 2.5 2.1 1.7 1.00




